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PROPOSED LED SIGNALS
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| COMMUNICATION (19°-0") COMMUNICATION (177-7")
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RIGHT-OF-WAY LINE

EXISTING SIGNS TO REMAIN | FLASHING

13,19

OPERATION

PROPOSED SIGNS NOTE :
| S — PHASES ASSOCIATED BY A DASHED LINE
9,10,11,12 14,17,18,22 15 20 MAY/WILL OPERATE CONCURRENTLY.
AD i HWY NORTH
Ek Forest "] (Augustine Herman Lm—j PHASES ASSOCIATED BY A SOLID LINE
— N e WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

INSTALL NEMA SIZE “6” BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY
"EQUIPMENT (NOTE: 2-2 IN. AND 2—-4 IN. SCH. 80 PVC BENDS).

RIGHT-OF-WAY LINE

INSTALL 27 FT. STEEL POLE WITH TWIN 50 FT./60 FT. MAST ARMS (CUT 50 FT. ARM TO
38 FT. ), FOUNDATION, TRAFFIC SIGNAL HEADS., SIGNS, 20 FT. LIGHTING ARM WITH 250

WATT H.P.S. LUMINAIRE AND PHOTOCELL (NOTE: 1-3 IN. SCH. 80 PVC BEND) (THE 60 FT.
“ARM IS FOR THE WESTBOUND APPROACH).

INSTALL 27 FT. STEEL POLE WITH 50 FT. MAST ARM, TRAFFIC SIGNAL HEADS, SIGNS, AND
20 FT. LIGHTING ARM WITH 250 WATT H.P.S LUMINAIRE AND PHOTOCELL

(NOTE: 1-3 IN. SCH. 80
. INSTALL 3 IN. SCHEDULE
INSTALL 4 IN. SCHEDULE

INSTALL 4 IN. SCHEDULE
INSTALL 4 IN. SCHEDULE
UNDERGROUND ELECTRICAL

PVC BEND)

80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

80 RIGID PVC ELECTRICAL CONDUIT (BORED).

80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPOSED
SERVICE. THE CONTRACTOR SHALL CAP, MARK. AND LEAVE A -

1 FT. STUB WITH PULL STRING AT BASE OF UTILITY POLE FOR USE BY OTHERS.
INSTALL ELECTRICAL HANDHOLE. '

INSTALL 2 IN. SCHEDULE

80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPQOSED -

UNDERGROUND TELEPHONE SERVICE. THE CONTRACTOR SHALL CAP, MARK AND LEAVE A~
1 FT. STUB WITH PULL STRING AT BASE OF UTILITY BOX FOR USE BY OTHERS.

INSTALL 2 IN. SCHEDULE

. INSTALL METERED SERVICE PEDESTAL (NOTE: 2-2 IN. AND 1-4 IN. SCH. 80 PVC BENDS).

80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

INSTALL 24 IN. HEAT APPLIED WHITE PERMANENT PREFDRMED THERMOPLASTIC .PAVEMENT

"MARKINGS FOR STOPLINE. -
. INSTALL 27 FT. STEEL POLE WITH A 38 FT. MAST ARN, FUUNDATIONo TRAFFIC SIGNAL HEADS,

AND SIGNS (NOTE: 1-3 -IN. SCH. 80 PVC BEND)
EXISTING LIGHTING ARM AND LUMINAIRE TO BE REMOVED BY OTHERS

- REMOVE EXISTING STOPLINE AND INSTALL 24 IN. HEAT APPLIED WHITE PERMANENT
PREFORMED ' THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE
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APPROVALS | l | REVISIONS

RIGHT-OF-WAY LINE

GENERAL NOTES

1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING
MDSHA STANDARD PLATES FOR TRAFFIC CONTROL.

2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS
PRIOR TO INSTALLATION.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING
ALL SIGNAL CABLES. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL
INTERNAL CABINET WIRING.

4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLING THE PROPOSED SIGNAL EQUIPMENT. THE CONTRACTOR SHALL
CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALLATION. IF ANY CONFLICTS SHALL ARISE THE CONTRACTOR SHALL

: CONTACT THE PROJECT ENGINEER.

5. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE

~ REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND.

6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK
OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR
OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01,.
MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR
TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT..

7. SEE GENERAL INFORMATION SHEET FOR PROPOSED SIGNAL POLE. TRAFFIC SIGNAL
HEAD., AND OVERHEAD SIGN LAYOUTS. ‘

8. é%%NgﬁxggENT MARK INGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 213 (AUGUSTINE HERMAN HIGHWAY) AT ELK FOREST ROAD

TRAFFIC SIGNALIZATION PLAN
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